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Mine Safety and Health Admin., Labor § 75.1003–2 

§ 75.1002 Installation of electric equip-
ment and conductors; permissi-
bility. 

(a) Electric equipment must be per-
missible and maintained in a permis-
sible condition when such equipment is 
located within 150 feet of pillar work-
ings or longwall faces. 

(b) Electric conductors and cables in-
stalled in or in by the last open cross-
cut or within 150 feet of pillar workings 
or longwall faces must be— 

(1) Shielded high-voltage cables sup-
plying power to permissible longwall 
equipment; 

(2) Interconnecting conductors and 
cables of permissible longwall equip-
ment; 

(3) Conductors and cables of intrinsi-
cally safe circuits; and 

(4) Cables and conductors supplying 
power to low- and medium-voltage per-
missible equipment. 

(5) Shielded high-voltage cables sup-
plying power to permissible continuous 
mining machines. 

[67 FR 11004, Mar. 11, 2002, as amended at 75 
FR 17553, Apr. 6, 2010] 

§ 75.1003 Insulation of trolley wires, 
trolley feeder wires and bare signal 
wires; guarding of trolley wires and 
trolley feeder wires. 

[STATUTORY PROVISIONS] 

Trolley wires, trolley feeder wires, 
and bare signal wires shall be insulated 
adequately where they pass through 
doors and stoppings, and where they 
cross other power wires and cables. 
Trolley wires and trolley feeder wires 
shall be guarded adequately: 

(a) At all points where men are re-
quired to work or pass regularly under 
the wires; 

(b) On both sides of all doors and 
stoppings; and 

(c) At man-trip stations. 
The Secretary or his authorized rep-
resentatives shall specify other condi-
tions where trolley wires and trolley 
feeder wires shall be adequately pro-
tected to prevent contact by any per-
son, or shall require the use of im-
proved methods to prevent such con-
tact. Temporary guards shall be pro-
vided where trackmen and other per-
sons work in proximity to trolley wires 
and trolley feeder wires. 

§ 75.1003–1 Other requirements for 
guarding of trolley wires and trol-
ley feeder wires. 

Adequate precaution shall be taken 
to insure that equipment being moved 
along haulageways will not come in 
contact with trolley wires or trolley 
feeder wires. 

§ 75.1003–2 Requirements for move-
ment of off-track mining equipment 
in areas of active workings where 
energized trolley wires or trolley 
feeder wires are present; pre-move-
ment requirements; certified and 
qualified persons. 

(a) Prior to moving or transporting 
any unit of off-track mining equipment 
in areas of the active workings where 
energized trolley wires or trolley feed-
er wires are present: 

(1) The unit of equipment shall be ex-
amined by a certified person to ensure 
that coal dust, float coal dust, loose 
coal oil, grease, and other combustible 
materials have been cleaned up and 
have not been permitted to accumulate 
on such unit of equipment; and, 

(2) A qualified person, as specified in 
§ 75.153 of this part, shall examine the 
trolley wires, trolley feeder wires, and 
the associated automatic circuit inter-
rupting devices provided for short cir-
cuit protection to ensure that proper 
short circuit protection exists. 

(b) A record shall be kept of the ex-
aminations required by paragraph (a) 
of this section, and shall be made avail-
able, upon request, to an authorized 
representative of the Secretary. 

(c) Off-track mining equipment shall 
be moved or transported in areas of the 
active workings where energized trol-
ley wires or trolley feeder wires are 
present only under the direct super-
vision of a certified person who shall be 
physically present at all times during 
moving or transporting operations. 

(d) The frames of off-track mining 
equipment being moved or transported, 
in accordance with this section, shall 
be covered on the top and on the trol-
ley wire side with fire-resistant mate-
rial which has met the applicable re-
quirements of Part 18 of Subchapter D 
of this chapter (Bureau of Mines Sched-
ule 2G). 

(e) Electrical contact shall be main-
tained between the mine track and the 
frames of off-track mining equipment 
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